Mt. Lake Code

Section 9.11 Residential District

Subdivision 4.5.  Accessory Structure Standards.

1.       
The total square footage of all acessory structures, attached and detached, shall be
limited in size to ten percent (10%) of lot square footage or to no more than the square footage of the principal dwelling unit, whichever is less.
2. 
No accessory structure, attached and detatched, in a residential district shall have sidewalls greater than ten (10) feet and height in excess of eighteen (18) feet.  Height shall be measured from grade to the upper most peak of building or structure.
3.
All accessory structures, attached and detached, shall be constructed of dimensional lumber or material that has been approved by the Building Official.  No pole buildings, carports or galvonized coverings are allowed.  All accessory structures over one hundred twenty (120) square feet shall be on footings or a foundation.  Accessary structures shall be compatible in design, color, materials, and construction typee to the principal structure on the lot.
a.
Compatible means that the exterior appearance of the accessory structure is not at variance with the principal building from the aesthetic and architectural standpoint as to cause:
1. A difference to a degree to cause incongruity.
2. A depreciation of neighborhood values or adjacent property values.
3. A nuisance. Types of nuisance characteristics include, but are not limited to noise, dust, odors, glare, and unsightly building exterior.
4.  
No accessory structure may be constructed prior to the time of construction of the principal building or structure.
5. 
Owners of two abutting lots of record will be required to create a single lot of record before a building permit for an accessory structure wil be issued.

