



124 Armstrong Blvd. South, St James MN 56081 Phone: (507) 375-3241 Fax: (507)375-4376
REROOF INSTRUCTIONS
Espanol - reverse de pael
New roof covering shall not be installed without first removing the existing roof covering. Pictures are not accepted in lieu of inspections.
Exterior work authorized by a building permit issued in accordance with the Minnesota State Building Code must be completed within 180 days of permit issuance.
Shingles must be designed for 90 MPH wind speed. Very few 3-tab shingles comply.
[bookmark: _GoBack]Required Inspections:Ice and water protection (before shingles are applied)
Ice protection should extend from the drip edge of the roof to 24" (measured horizontally) inside of the exterior wall. Roofs 2:12 pitch to less than 4:12 pitch – apply 2 layers of type 15 felt, applied shingle fashion.
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Continuous 36" wide ice protection the length of the valley.
Final
12” 4”
= 4:12” pitch
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Shingles must be installed according to manufacturer's instructions, including a 3/8" overhang past the drip edge of the roof and up the rake edge of the roof.
Adequate ventilation ( 1/150 sq. ft. of vent per sq. ft. of attic space). (alternately 1/300 sq. ft. vent per sq. ft. of attic space if 50% is soffit vent and 50% ridge vent)
Properly installed step flashing at all intersections of roofing and vertical surfaces. Kick-out flashing required on all new construction and additions.
A cricket or saddle shall be installed on the ridge side of any chimney greater than 30 inches wide. Cricket or saddle coverings shall be sheet metal or of the same material as the roof covering
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All penetrations (vent pipe, electrical mast) must be properly sealed. 
Trabajo en el exterior autorizado por un permiso de construcción expedido de conformidad con el Código de Construcción del Estado de Minnesota debe ser completado dentro de los 180 días de la expedición de permisos.
La culebrilla debe estar diseñado para la velocidad del viento 90 MPH. Muy pocos ficha 3-tejas cumplir.



124 Armstrong Blvd. South, St James MN 56081 Phone: (507) 375-3241 Fax: (507) 375-4376
INSTRUCCIONES DE TECHOS
La cubierta nueva del techno no per ‘a instalada sin primero quitar la existente cubierta del techno. Las fotografías no son aceptadas en lugar de las inspecciones
Inspecciones requeridas
La protección contra el agua y el hielo es antes de que se instalen los shingles
La protección contra el hielo debe extenderse desde encima de la lamina de la orilla del techo hasta 24” (medidos horizontalmente) dentro de la pared exterior de la casa (Hay que instalar 2 tiras del hielo y agua)
Techos con elevación de 2:12 y menos de 4:12 se ponen 2 capas del papel negro de 15#
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Instalación continua del hielo y agua (Prot. vs. H2O) de 36” antes de poner la lamina en los valley.
Final
12” 4”
= 4:12” pitch
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Los shingles deben estar instalados de acuerdo a las instrucciones del fabric, incluido el volado de 3/8” del shingle (tanto sobre la lamina de la orilla de abajo como en los lados del techo)
Ventilación adecuado(1/150 sq. ft. de ventilación por /sq. ft. del espacio del ático) (Alternadas 1/300 sq. ft. de ventilación por /sq. ft. del especio del ático si 50% de la ventilación es en el sofit y 50% de la ventilación en el ridge
Propia instalación de los step flashing en todas las intersecas del techo con superfs. verts.
Montura de las chimeneas Toda penetración en el techo ( ventilas, pipas, etc.) deben estar bien selladas
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