City of Mt. Lake
	"RE-ROOFING"

 PERMIT REQUIREMENTS
The following information must be submitted to the building department before a roofing permit can be processed and approved, more detailed information is listed below

Permit Application Form

                        After a preliminary review, additional information may be required.




Permit Application Form: Application forms are available at the building department. Complete the form and include the Roofing Contractors License Number, [owners doing roofing on their own properties are not required to be licensed].

.


General Information
When is a Roofing Permit Required? A roofing permit is required for all dwellings, garages and commercial/business use structures.

For re-roofing of a commercial, industrial or business type structures contact the building official for specific requirements

Required Inspection: A roofing inspection is required when the roofing is complete. A ladder must be provided on site.  For all inspections call 507-427-2999, 24 hours in advance.
If the roofing is being completed on a weekend the inspection should be scheduled for the following Monday.

ASPHALT SHINGLES

Manufacturer’s Installation Instruction: Always refer to the manufacturer’s installation requirements for specific installation requirements.

Ice Dam Protection: For shingles with a 4:12 pitch or greater an approved ice dam protection barrier must be installed as underlayment from the eave to a point 12 inches inside the interior wall of the building. For pitches 2:12 to less than 4:12 an approved ice dam protection barrier must be installed as underlayment from the eave to a point 24 inches inside the interior wall of the building.  Contact the building official and review the manufacturer’s installation requirements. Asphalt shingles are not permitted on slopes less than 2:12 pitch.

Valley Flashing: The roof valley flashing shall be provided of not less than #28 galvanized, corrosion resistant metal, and shall extend at least 8 inches from the center each way. Sections of flashing shall have an end lap of not less than 4 inches. In all cases the roof valley flashing shall have a 36-inch wide layer of 15 pound felt. Alternatively, the valley shall consist of woven asphalt shingles applied in accordance to the manufacturer's instructions. For slopes less than 7:12 pitch the metal valley flashing underlayment shall be solid cemented to the roof underlayment [or other approved material]. 

Other Flashing: At the juncture of the roof and vertical surfaces, flashing and counterflashing shall be provided per the manufacturer’s instructions and when of metal, shall be not less than #26 gauge. Generally "step" type flashing is required at the juncture of roofs and vertical surfaces.

Fasteners: Asphalt shingles shall be fastened with not less than four nails or approved staples. Nails shall be not less than 12 gauge with a 3/8-inch diameter head. Staples shall be not less than 16 gauge with 15/16-inch minimum crown width. Nails or staples shall be sufficient length to penetrate through the roofing material and at least 3/4-inch through the thickness of the sheathing, whichever is less.

Roof and soffit vents: The attic is required to be ventilated at the rate of one square foot of vent per 150 square feet of attic area.  This may rate be reduced to one square foot per 300 square feet if 50% of the vents are located in the soffit and 50% near the peak of the roof and a vapor barrier not exceeding 1 perm is installed on the warm side of the attic insulation.

Other: For other types of roof coverings contact City Hall for specific code requirements.

Questions: If you have any questions, please contact City Hall, Monday through Friday, 8 AM to 5 PM; 930 Third Ave.; 507-427-2999.

WARNING

Three tab shingles do not meet MN Building Code.

They will not withstand a 90 miles an hour wind and they will split when hit with hail. 

2
1

